FINISH GRADE
ADJACENT PAVING CONDITION MAY VARY

REFER TO PLANS

&,
CIP CONCRET BAND PER DETAIL "0/ N
OR ClP CONCRETE PAVEMENT PER DETAIL ()
REFER TO PLANS

FREE DRAINING MATERIAL. REFER
TO SUPPLIER SPECIFICATIONS.

WEARING COURSE. THICKNESS
VARIES WITH FALL HEIGHT.

BASE MAT. THICKNESS VARIES
WITH FALL HEIGHT.

50mm SOIL CEMENT 1500A.

— SUPPLIER LAFARGE.
- |- / — APPLIED ABOVE PREPARED BASE COURSE
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NOTE:

1. CONTRACTOR TO REVIEW AND INCORPORATE SUPPLIER SPECIFICATIONS AND
INSTALLATION RECOMMENDATIONS.

2. ALL DEPTHS TO BE AS PER MANUFACTURER'S RECOMMENDATIONS.

3. REFERENCE CURRENT CSA STANDARDS FOR PLAYGROUNDS TO ESTABLISH BASE MAT
THICKNESS BASED ON FALL HEIGHT.
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NOTE:

1. RUBBER PLAYGROUND TILES SUPPLIED BY DINOFLEX GROUP
LIMITED PARTNERSHIP OR PRE-APPROVED EQUAL
2. INSTALL AS PER MANUFACTURER'S SPECIFICATIONS

FINISH GRADE
ADJACENT PAVING
CONDITION MAY VARY
REFER TO PLANS

CIP CONCRETE BAND
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REFER TO DETAIL

610mm x 89mm
RUBBER PLAY TILE, TYP.
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FREE DRAINING MATERIAL.
REFER TO SUPPLIER
SPECIFICATIONS.
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FINISH GRADE

ADJACENT PAVING CONDITION
MAY VARY

REFER TO PLANS
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1.  REINFORCING AND FOOTING DETAILS TO BE PROVIDED IN SEALED
DRAWINGS BY PROJECT ENGINEER OR THROUGH THE SUBMITTAL OF
SHOP DRAWINGS
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SAND PLAY AREA FLUSH EDGE JUNE-2022 1 1:10
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3
NOTE: (8CM of 7 CLEAR CRUSH)
COMPACTED
1. REINFORCING AND FOOTING DETAILS TO BE PROVIDED IN SUB GRADE
SEALED DRAWINGS BY PROJECT ENGINEER OR THROUGH
THE SUBMITTAL OF SHOP DRAWINGS
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FINISH GRADE
ADJACENT PAVING CONDITION MAY VARY
REFER TO PLANS

EXPANSION JOINT

REFER TO PLAN REFER TO PLAN

2% MIN. SLOPE TO AREA DRAIN

12:1

120mm MIN BELOW FG
@ WOOD CHIP/ PLAY SAND

NOTE:

1. CONTROL JOINTS AS PER DETAIL #2 TO BE PROVIDED 1.5m MIN. O.C. UNLESS SHOWN OTHERWISE ON PLAN, NO TROWEL MARK

2. EXPANSION JOINTS C/W WITH FIBREBOARD TO BE PROVIDED 6m MAX. O.C. AND AT INTERFACE WITH STRUCTURES SUCH AS WALLS, STEPS, AND CURBS
3. REFER TO DETAIL 1-01 FOR CONTROL AND EXPANSION JOINT DETAILS

4. WIDTH VARIES. REFER TO PLAN

5. REINFORCING AND FOOTING DETAILS TO BE PROVIDED IN SEALED DRAWINGS BY PROJECT ENGINEER OR THROUGH THE SUBMITTAL OF SHOP DRAWINGS

FINISH GRADE
ADJACENT SURFACING
CONDITION MAY VARY
REFER TO PLANS

25MM CHAMFER EDGE

REFER TO CIP CONCRETE
PAVING DETAIL 3-04-1
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